OLIVETTI PR 2 ENHANCED

SPECIALISED PRINTER




PR 2 Enhanced:

thank you 400.000 times.

PR 2 ENHANCED,
THANK YOU 400,000
TIMES:

The Olivetti PR2 specialised printer
has built up a huge market following,
with countless machines installed
all round the world. So we’d like
to say thank you to the users who
have helped us achieve this
success.

In fact, we wanted to print a list on
the next page, with the names of
everyone who is using one of our
specialised printers and enjoying
the benefits it offers.

But there isn’t enough room
because the list really is enormous
— nor would we want to breach
any privacy laws.

So we are representing these
users with photos of the models
that preceded the PR 2 printer.
And in honour of a machine that
is giving the market so much
satisfaction, we asked ourselves
whether it was possible to change
the PR 2, now that it has achieved
more than 400,000 installations
and established itself as the
market leader.

The result is the PR 2 Enhanced:
substantially the same Printer,
but enhanced in every detail.
Better reliability to boost existing
reliability, better performance to
improve existing performance.
Better everything or, more simply,
Enhanced.



PRINTING CHARACTERISTICS

Technology
24-pin dot matrix

Resolution
240 x 360 dpi

Fonts
OCR A-B, ROMAN, Sans Serif, Italic, Bar Code

Printing speed at 10 cpi
H.S.D.: 350 cps

Draft: 260 cps

N.L.Q.: 130 cps

L.Q.: 87 cps

Pitch
10, 12, 15, 16.6, 17, 1 cpi

Line length
258.76 mm (94 columns at 10 cpi)

Line spacing
1/5", 1/6", n/216", n/240"

Copies
Original + 4 copies

Ribbon cartridge
3,5 million characters

Document Handling

Feed width: 245 mm

Completely flat paper feed

Automatic insertion with autoborder
Automatic document-thickness monitoring

SPECIALISED PRINTER

Emulation

Olivetti Standard + IBM PP & X24
IBM 9068 + IBM PP & X24

SNI 4915 + Epson LQ2550

Interfaces

Standard: RS232 serial

Optional: USB place + second serial
IEEE 1284 parallel

Dimensions
Width: 384 mm
Depth: 280 mm
Height: 204 mm
Weight: 10.5 kg

Noise level
< 55 dBA (ISO 7779 with ECMA 132 text)

ELECTRICAL CHARACTERISTICS

Voltage
110/240 V, 50/60 Hz

Power consumption
Standby: 15W
Printing: 70 W max

Built-in power supply

CERTIFICATIONS AND QUALITY MARKS

IMQ, UL, CSA, CENECEL, FCCA, CE
ISO 9001 and ISO 9002
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www.olivettilexikon.com

The registered trademarks in this
document are the property
of their respective owners.

With the right to change
technical specifications.

PR 2 Enhanced is distributed
by Olivetti Tecnost,

an Olivetti Group company.
Printed in Italy.
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